=z
[S)
[
o
L1 =
o I~
\ / gal—-
] S= 2
o< ©
=
—
=
~
1
Q
=
<
[
w @
x Wwn
D':Z
@ <
= o
< a
x —
aag
s Q==
z I =z =
< w W o
3 s¥3
3 B~
- < o
~ Q<
- -
D @& o
Sgs
[SEEJ 1
\\T::
\
[+
w
Q
-~ ~
=1 -~
o =]
X o
(%] w =
w o
=4 O
gt:
z &3
\ =
= :8
[+
< S I
N Q -
o

MANHOLE

!
\

3
x a
w -~
oy =]
[ )
x kS
« w
o
=
i 1
s vy S
& < z
- > =
~
LL|
-l
[=)
= =
s <
o
o
< EEw b=
o Q = =
o cnl;: (-
T o
x -
=
S5z Z
o .
w o~ =
T =z =
2§83
a ww
>
O
~ a <
= -
oD x x
S w W
2%
o S =
v w\,
\
3
)
=)
-~
S
o
T
w
1 L =
=
3 =
o
1 ~
~ ~
A

MANHOLE

SPECIFICATION | CATEGORY CODE ITEMS
805
APPROVED = %

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY

Siam:[-ﬁg}ﬁ'gyi REVISED

Administration

Maryland Department of Transportation

STATE HIGHWAY ADMINISTRATION
STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

ROV« | S| row - FEDERA TYPICAL BORED CONDUIT DETAIL
O 2 T Ve A T AND MANHOLE LOCATION
REVISED 10-1-01 REVISED 2-1-01

REVISED

REVISED

REVISED

STANDARD NO. MD 805.02




